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Medical gas outlet stations
can be placed as needed

Additional, easy-to-reach
power outlets can be placed
wherever needed

Resilient, easy-to-clean
decorative laminated aluminum
panels help reduce contaminations

Sturdy, anodized aluminum
framework is virtually
maintenance-free

Computer communications
and monitoring receptacles
can be utilized and an
Interspec Systems Tilt-Swivel
Monitor Bracket and slide
support can also be specified

Nurse call station and code
blue terminals from other suppliers
are easiliy installed and can be
placed wherever they are required

Universal horizontal equipment
management rails accommodate
all types of accessories

HEADWALL COMPONENTS

• Medical gas outlets are factory-installed by Interspec as 

specified and all outlets and manifolds are tested in accor-

dance with CSA Z7396.1-06 and/or NFPA 99. Singular terminal 

connections as specified in the drawings are provided for the 

primary supply line hook-ups by the mechanical contractor.

• Power outlet receptacles are Hospital Grade and CSA/UL 

listed. The quantity and type are as specified in the final plans.

• Internal Ground Bus is included with a minimum of 8 screw 

fasteners. The ground bus assembly also provides a positive 

means for grounding the breaker enclosure.

• Grounding Jacks are externally accessible and are provided 

as required. The springloaded, solid brass receptacles are 

enclosed in a non-conductive housing, and are manufactured 

to CSA and/or NFPA 99 specifications.

S L E E K ,  R E C E S S E D  M O U N T E D
H O R I Z O N TA L  H E A D WA L L
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L O O K S  A N D  P R O V I D E
M A X I M U M  P E R F O R M A N C E

INTERSPEC ARIA RM recessed mounted horizontal 
headwall systems are custom-manufactured to 
fulfill the customer’s specifications and objectives 
as laid out in the detailed shop drawings and 
documents prepared during our consultations in 
the preliminary design stage.

BASIC CONSTRUCTION
   The enclosure is constructed of extruded, satin 
clear anodized aluminum sections providing a 
modular, recessed wall unit. Horizontal 
conduits are factory-assembled and 
wired to include the specified mechani-
cal and electrical components. The 
anodized aluminum fascia is removable 

allowing access to the internal components.
   All backboxes are constructed with durable 
galvanized steel. Double knockouts on the top 
and underside of the recessed backbox facilitate 
the primary electrical conduit runs to be installed 
by the electrical contractor. All secondary wiring 
within the unit is enclosed in the built-in conduits 
and terminates at the convenient electrical 
connection point.
   All wiring is marked, colour-coded and tie 

wrapped for easy circuit identification.
   The laminated aluminum cover 
panels are available in a wide selec-
tion of patterns and colours from 
several manufacturers. 
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Contact Interspec today for specific technical information or a quote.  

Toll Free: 1(866) 888-8981  e.mail: info@interspecsystems.com
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ARIA RM Recess Mounted headwalls offer 
minimum physical intrusion into the work area 
while providing the utmost in performance under 
the most demanding hospital conditions. Whether 
you need a simple, compact single-tier system or 
more versatile two-tier units, Aria RM headwalls 
are streamlined, stylish and self-contained.
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Interspec Systems
995841 Mono/Adjala Townline
RR#1 Rosemont
Ontario, Canada
L0N 1R0

Toll free: (866) 888-8981
Tel: (705) 435-3780
Fax: (705) 435-3770
e.mail: info@interspecsystems.com
www.interspecsystems.com
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INT-ARIA-RM-1T 0

ARIA Single Tier Horizontal
Headwall, Recessed

Item Description Qty

DR 15A Duplex Receptacle, Red, Emergency Vital A/R
A/R
A/R
A/R
A/R
A/R
A/R
A/R
A/R
A/R
A/R
A/R

A/R
1
1

DW 15A Duplex Receptacle, White, Emergency Conditional
O Oxygen Outlet, DISS
A Medical Air Air Oulet, DISS
V Vacuum Outlet, DISS

NC Staff Bed Station, Three Gang (unless otherwise specified), Provision Only
CB Code Blue, Single Gang, Provision Only
CP Code Pink, Single Gang, Provision Only
CW Code White, Single Gang, Provision Only
D Voice/Data, Single Gang, Provision Only

SW 3 Position, Momentary Contact Low Voltage Switch
DS Dimmer Switch, Single Gang, Provision Only
KO Combination Knockouts, Top and Bottom
ER Universal Horizontal Equipment Management Rails
F Decorative Laminate Fascia

BB 16 Gauge Galvinized Steel Backbox
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THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF
INTERSPEC SYSTEMS LIMITED.  ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF
INTERSPEC SYSTEMS LIMITED IS 
PROHIBITED.

PROPRIETARY AND CONFIDENTIAL

DIMENSIONS ARE IN INCHES
TOLERANCES:
FRACTIONAL
ANGULAR: MACH      BEND 
TWO PLACE DECIMAL    
THREE PLACE DECIMAL  

DRAWN

CHECKED

ENG APPR.

MFG APPR.

Q.A.

UNLESS OTHERWISE SPECIFIED:

DATENAME

TITLE:

SIZE

B
DWG.  NO. REV

WEIGHT: SCALE: NTS SHEET 1 OF 1

Interspec Systems Limited
RR# 1 Rosemont, Ontario
L0N 1R0
T: 705-435-3780
F: 705-435-3770
Info@interspecsystems.com
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Item Description Qty

DR 15A Duplex Receptacle, Red, Emergency Vital A/R
A/R
A/R
A/R
A/R
A/R
A/R
A/R

A/R
A/R

A/R

A/R

A/R

DI 15A Duplex Receptacle, White, Emergency Conditional
O Oxygen Outlet, Beacon DISS

A Medical Air Outlet, Beacon DISS
V Vacuum Outlet, Beacon DISS

NC Staff Bed Station, Three Gang, Provision Only
CB Code Blue, Single Gang, Provision Only
CP Code Pink, Single Gang, Provision Only
ETC Elapsed Time Clock Control, Provision Only
D Voice/Data, Single Gang, Provision Only

SW 3 Position, Momentary Contact Low Voltage Switch
DS Dimmer Switch, Provision Only
KO Combination Knockouts, Top and Bottom
ER Universal Horizontal Equipment Management Rails

F Decorative Laminate Fascia 3
BB 16 Gauge Galvinized Steel Backbox 2
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THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF
INTERSPEC SYSTEMS LIMITED.  ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF
INTERSPEC SYSTEMS LIMITED IS 
PROHIBITED.

PROPRIETARY AND CONFIDENTIAL

DIMENSIONS ARE IN INCHES
TOLERANCES:
FRACTIONAL
ANGULAR: MACH      BEND 
TWO PLACE DECIMAL    
THREE PLACE DECIMAL  

DRAWN

CHECKED

ENG APPR.

MFG APPR.

Q.A.

UNLESS OTHERWISE SPECIFIED:

DATENAME

TITLE:

SIZE

B
DWG.  NO. REV

WEIGHT: SCALE: NTS SHEET 1 OF 1

Interspec Systems Limited
RR# 1 Rosemont, Ontario
L0N 1R0
T: 705-435-3780
F: 705-435-3770
info@interspecsystems.com
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INT-ARIA-RM-2T

ARIA Double Tier Horizontal
Headwall, Recessed

*Due to constant product development, features and specifications are subject to change without notice.
Please contact Interspec for the latest information and configurations.

 1.250±
31.75±

 

TBD

TBD

TBD

TBD

TBD

A/R


